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Statement of work purchase conditions.
“Firewall” - 1 piece.

	
Purpose

	
Firewall

	




	
Subassembly

	
Description

	
System Performance (IPS Throughput)
	
· 2,0 Gbps

	
IPv4 Firewall Throughput
(1518 byte, UDP)

	
· 10 Gbps

	
Firewall Latency (64 byte, UDP)

	
· Max 10 μs

	Firewall Throughput (Packet per Second)
	
· Min. 10 Mpps


	
Concurrent Sessions (TCP) 

	
· 1 000 000

	Firewall Policies
	
· 100 000


	Ports
	
· Min. 8x 1GE  RJ-45 ports;
· Min. 2x10 GE SFP+ uplink ports


	
Onboard storage

	
· Min. 240GB

	Power
	
· power supply redundancy (dual power supply);


	Norms
	
· CE declaration of conformity - visible marking;	
· Documents certifying that the equipment is manufactured in accordance with ISO 9001 standards.


	Technical support
	
· Possibility of free update and download of device drivers in the latest certified versions directly from the Internet via the computer manufacturer’s website,
· Initial configuration of firewall: internal and external network connectivity, security zones, basic security policies, integration FW services with Active Directory, configuring device administration, event logging and system configuration backup.
· Training for IT personnel: device configuration and management.


	
Guarantee

	
- 24 months

	Quantity
	
- 1 piece
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